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NORC 

ATV REGULATIONS
ATV TYPE VEHICLES – BUILT BY EITHER NON OR RECONISED MANUFACTURER USING MOTORCYCLE ENGINES AND COMPONENTS
ADDITIONAL REQUIREMENTS NEEDED TO BE CARRIED OUT ABOVE THE GENERAL MANUFACTURERS SAFETY REQUIREMENTS FOR ALL MOTOR VEHICLES 
ANY PRIVATELY BUILT VEHICLE WE WOULD ADVISE THE INDIVIDUALS TO CONSULT THE CLUB SCRUTINEER PRIOR TO ATTENDING AN EVENT WITH THEIR VEHICLE DETAILS
PROPOSED ATV,S – HONDA PILOT – RX 150 RAGE BUGGY – DRAKART – POLARIS RZR – TROPHYCAR AND RESTRICTED VEHICLES

MINIMUM WHEELBASE OF 50INCHES {127CM}

IF A TWO SEATER THE PASSENGER MUST SIT NEXT TO THE DRIVER NOT BEHIND THE DRIVER, LEFT OR RIGHT HAND DRIVE NO PROBLEM

THE DRIVER WHEN COMPETING MUST HAVE WRIST STRAPS FITTED WHEN DRIVING

TO KEEP HANDS IN CONTACT WITH STEERING WHEEL – i.e. HONDA PILOT
SIDE NETTING IS COMPULSARY – BOTH SIDES
VEHICLE MUST HAVE A FULL ROLL CAGE AND HAVE A DIAGONAL BRACE IN THE REAR HOOP OR REARWARD BRACES OF THE SAME SIZE AND TYPE OF STEEL TO THE VEHICLE

TUBE PADDING FITTED AS REQUIRED

A FULL METAL ROOF PANEL MUST BE FITTED

MUST HAVE AN OPERABLE REVERSE GEAR
A LOUD HORN
AN ELECTRICAL CUT OUT SWITCH WITH WARNING TRIANGLE FITTED IN POSITION NEXT TO IT

ACCESSIBLE TOW POINTS FRONT AND REAR AND PAINTED A CONTRASTING COLOUR – i.e. RED

A SUBSTANTIAL TOW ROPE TO FIT FRONT AND REAR TOW POINTS

A FULL HARNESS SEAT BELT OF A 4 POINT MOUNTING FITMENT 



ATV
    REGULATIONS
A SECURE SEAT, SOME ATV’S HAVE A VERY THIN WEAK MOUNTING BRACKETS AND BEND AND COLLAPSE


A HEAD RESTRAINT TO BE FITTED - IF NO HIGH BACK SEAT IS USED
A FULL METAL BULKHEAD BETWEEN DRIVER COMPARTMENT AND ENGINE BAY AREA AND ALL GAPS FILLED,{ON NO ACCOUNT DRILL AND RIVET DIRECTLY INTO THE ROLL FRAME STRUCTURE} WELD WEB PLATES OR STRIPS TO ROLL FRAME AND THEN RIVET BOLT OR BOND PANEL INTO PLACE,NO CABLE TIES ALLOWED.

A FULL METAL FLOOR PAN FITTED FROM THE FRONT EDGE OF THE CHASSIS TO THE REAR EDGE OF THE REAR ROLL BAR HOOP, THIS MUST BE SECURED IN THE SAME MANNER AS THE REAR BULKHEAD.

A FULL UPPER LEG COVER FROM FRONT END OF FRAME TO THE FRONT ROLL BAR

IF THE SIDES OF THE CHASSIS FRAME ARE OPEN PANELS THEY MUST BE FITTED TO STOP THE OCCUPANTS FEET FROM COMING OUT 

A FIRE EXTINGUISHER OF 1.75LTRS OF AFFF 

ALL WHEELS MUST HAVE MUD GUARDS AND MUD FLAPS FITTED

FRONTS TO GO FORWARD 120 DEGREES AHEAD OF AXLE CENTRE LINE AND DROP DOWN AT REAR OF FRONT WHEELS TO BELOW AXLE CENTRE LINE AND WHEN ON EITHER LOCK STOP MOST OF THE DIRT COMING IN ONTO DRIVERS AND PASSENGER FACES THE MUD FLAPS TO BE LOWER THAN THE CENTRE LINE OF AXLE BY AT LEAST 3 INCHES MINIMUM

THE REAR MUD GUARDS MUST BE FULL WIDTH OF THE TYRES FITTED AND COVER FROM THE FRONT OF THE REAR WHEEL AXLE CENTRE LINE TO THE REAR OF THE REAR WHEEL AXLE CENTRE LINE AND THE REAR MUD FLAPS MUST DROP DOWN 3 INCHES MINIMUM 

TWO BRAKE LIGHTS FITTED UNDER TOP EDGE OF REAR ROLL BAR HOOP AND 21 WATT BULBS FITTED


ATV
REGULATIONS
TWO HIGH INTENSITY FOG LIGHTS FITTED UNDER TOP EDGE OF THE ROLL BAR HOOP AND 21 WATT BULBS FITTED
CRASH HELMETS TO BE CURRANT MSA SPEC FOR MOTOR SPORT USE AND CARRY THE CORRECT MSA STICKER


GOGGLES OR A HELMET VISOR MUST BE WORN BY BOTH DRIVER AND PASSENGER AT ALL TIMES

A WINDSCREEN IS ADVISABLE WITH WIPERS AND WASHERS AND CAN BE OF MACCROLON TYPE SAFETY PLASTIC COMPOSITION

IF AUTOMATIC, THE ENGINE MUST START IN PARK OR NEUTRAL ONLY

HAVE AN INDEPENDENT PARKING BRAKE SYSTEM FROM THE FOOT BRAKE SYSTEM

FUEL TANK FILLER TO BE A FLUSH FITMENT TO BODYWORK SIDES 

A FUEL TANK VENT NON RETURN VALVE MUST BE FITTED { NOT A PLASTIC SCREEN WASHER TYPE ONE } ANY EXPOSED DRIVE BELTS/CHAINS MUST BE COVERED 
RADIATORS / OIL COOLERS HAVE SOME FORM OF MESH PROTECTION IF THEY ARE IN THE OPEN HANDS CANNOT BE RESTED UPON THEM AND BURN HANDS 

TYRE TREAD PATTERNS TO BE OF AN ALL TERRAIN TYPE, SOME MUD TERRAIN TREAD PATTERNS WOULD BE ALLOWED AND ARE ON THE LINES OF THE NEW MSA 
TYRE LISTING AND WOULD ALSO BE DOWN TO THE COC AND SCRUTINEER PRIOR TO THE START OF EACH EVENT 

THE ROLL CAGE MATERIAL SPECIFICATIONS WOULD NEED TO BE KNOWN AND IF THE MANUFACTURES HAVE ANY SAFETY CERTIFICATES ON THEM
ANY FURTHER DETAILS OF VEHICLE REQUIREMENTS PLEASE DON’T HESITATE TO CONTACT ME

MARK@SIMMONITES.COM     –    MOBILE 07967 726 126    –    01274 833351
